
TwinStomp BOOSTER 

Precision 22mm knobs 

with brass ferrules 

CHANNEL 1 gain control 

(+5 to 15dB) 

ON-OFF switch allows guitar and 

amplifier to be left connected 

without discharging battery (soft 

start prevents ON-OFF spikes 

through amplifier) 

Quality non-magnetic 

Stainless Steel investment 

cast case - Finish will last 

forever and provides an 

ultra-strong case 

CHANNEL 2 gain control 

(+5 to 23dB) 

Channel 2 LED indicates 

STANDBY (dim) and ON 

(bright) 

CHANNEL 1 - 2 footswitch 

Booster decal (red) 

Look for other variants to be announced 

Ring pull battery release UK Patent 2449236 

TRUE BYPASS /

STANDBY footswitch 

3PDT foot switches - 

These are the indus-

try standard and are 

extremely reliable 

CHANNEL 1 LED indicates 

STANDBY (dim) and ON 

(bright) 



9V DC supply socket 

High quality UL approved 

double pole on-off switch 

parallel wired 

Output Socket 

INSIDE 

• Hand wired 

• FR4 fibre glass PCBs manufactured by ISO9001 registered firm 

• Quality 16mm potentiometers108 

• 2M ohm input impedance 

• RoHS compliant 

• Conforms to the requirements of EC Council Directive 2004/108/EC 

• All pedals are serially numbered and supplied with Test Report 

• Quality alkaline battery supplied 

 

Input socket 

4 removable rubber 

feet prevents slip on 

solid floor and allow  

pedal to be screwed 

to pedal board. 

Neutrik 1/4” jack 

sockets. 

TwinStomp BOOSTER 


